
 Main Specifications
Poles:02 to 16

Contact resistance:≤20m Ω

Insulation resistance:≥1000M Ω

Rated voltage:125V AC DC

Rated current:1.0A AC DC

Withstand Voltage:500V AC/minute

Temperature Range:-25°C +85°C
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HYJ 11/23-'19

L1251AW-XX-XXXA-P 

1.25mm PITCH 90° 

东莞连大精密制品有限公司
DongGuan LianDa Precision Products Co., LTD

11/23-'19 HYJ

WAFER DIP TYPE

L1251AW-XX-XXXA-P

PART No.

No.OF CIRCUITS:
02 16
PLASTIC MATERIAL:

PACKAGING:

PLATING:

P=PE

A=SnF1C=LCP(BEIGE)
B1M=PA46(BEIGE)

3.20

4.45

5.70

6.95

8.20

9.45

10.70

11.9510.00

8.75

7.50

6.25

5.00

3.75

2.50

1.25

DIM.BDIM.A

02

03

04

05

06

07

08

09

Dimensions(mm)
Circuits

8.00

9.25

10.50

11.75

13.00

4.25

5.50

6.75

DIM.C

13.20

14.45

15.70

16.95

18.20

19.45

20.7018.75

17.50

16.25

15.00

13.75

12.50

11.2510

11

13

14

15

16

12

14.25

15.50

16.75

18.00

19.25

20.50

21.75

Circuit 1

SUGGESTED PCB LAYOUT
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